
Flushing of pipe must be done before fittings are installed. Failure to do so voids the warranty. 
Follow cleaning instructions and avoid using any harmful chemicals.
All information is for reference only. Installation shall always be based on the specs provided with actual delivered items.
For more info, visit www.kuysen.com

Product info:
• consists of: single lever kitchen mixer, hose box, multifunctional strainer
• ComfortZone 170
• l‐spout ∙ swivel range adjustable in 3 steps 60°, 110° or 150°
• laminar spray, SatinFlow
• change between SatinFlow and pull‐out spout at the touch of a button
• MagFit magnetic shower support
• maximum flow rate at 3 bar: 6 l/min
• ceramic cartridge
• connection type: G ⅜ connections
• integrated non‐return valve
• sBox for quiet, smooth and protected hose guidance in the cabinet, under 

the countertop
• extension length up to 76 cm
• tap hole with Ø 35 mm required, recommendation: the middle of tap hole 

drilling should be max. 45 mm from the back side of the bowl

Add‐ons:
• 2 x C406281 angle valve

Brand : HANSGROHE, Germany

Name : 
Item Code :

AQUNO SELECT M81 Sink mixer
73831.670

Designer : 

Color / Finish:
Dimensions : 

Matt Black
Overall (LxWxH in cm)


